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Product Data Sheet

TEMPEST PRINTER
BSP8060KY-TA

Feature Highlights:

NATO SDIP 27/2 Level A and EU IASG 7-03 Level A compliant

High-quality and functional stability —Se————

Laser Jet

WY Y

Color Printer .

Solution / Benefits:

The BSP8060KY-TA TEMPEST Color Printer is
designed to satisfy the requirements of your office
applications and projects.

Protecting equipment from spying is done with
distance, shielding, filtering and masking.

"Compromising Emanations Laboratory Test
Standard" is the strictest standard for devices that
will be operated in NATO/EU Zone 0 environments,
where it is assumed that an attacker has almost
immediate access (e.g. neighbour room, 1 m
distance).

The BSP8060KY-TA is designed for the most
stringent TEMPEST applications requiring
compliance to NATO SDIP-27/2 Level A or
EU IASG 7-03 Level A.

Installation of filter supports equipment compliance
with the requirement of InfoSec of the relevant NSA
Authority.

NOTE: BlueSpace TECHNOLOGY has the policy of continuing development and reserves the right to make design
changes and improvements to the products. Specifications are subject to be changed without notice.

Company: S.C. BlueSpace TECHNOLOGY S.R.L., Unique Registration Code: RO 28627965, Trade Register Number: J23/539/01.02.2021,
Address: Sos. Alexandriei, No. 82, Bragadiru, llfov, Romania, 077025, E-mail: office@bstech.ro, Certifications: ISO 9001, I1SO 27001,
IS0 13485, IS0 14001, UE and NATO certified as TEMPEST manufacturer and vendor.
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Product Data Sheet

TECHNICAL PARAMETERS
BSP8060KY-TA

Brand KYOCERA
Duplex printing Standard duplex unit for double-sided printing
Print speed Up to 55/27 ppm A4 /A3 in colour
Up to 60/30 ppm A4/A3 inb/w

First page out As fast as 5.1 sec. or less in colour
Print technology Colour Laser
Print resolution 1,200 x 1,200 dpi
Standard print languages PCL6 (PCL5c/PCL-XL), KPDL3, PDF, XPS, OpenXPS
Processor Freescale QorlQ T1024 (Dual Core) 1.2 GHz
Memory 4 GB RAM, 8 GB SSD + 320 GB HDD
Standard connectivity USB DB-9
Network capabilities (optional) Fast Ethernet 100 BaseTX/1,000 BaseT
Compatible operating systems Windows®: 10, 8.1, 8, 7: 32-bit/64-bit
Paper trays 2
Finished output handling Sheetfed
Paper handling input 150-sheet multipurpose tray,
2x500-sheet universal paper cassette

Paper handling output Standard 500 sheets
Media type Paper (laser, plain, photo, rough, vellum)
envelopes, labels, cardstock, postcards

Media weight 52-300 g/m?; ADF: 60 to 163 g/m?
Media sizes custom 52-300 g/m?, A4, B5, letter, A6R- SRA3
Dimensions (W x D x H) 600 x 665 x 323 mm
Weight 89 kg
Power supply required AC220V ~240V,50/60 Hz
Power consumption 960W (in colour and b/w), 60W (Ready), 1W(Sleep)
Operating temperature range 10.0°C to 32.5°C
Operating humidity range 15% to 80%
Warranty features Two-years
TEMPEST NATO SDIP 27/2 Level A or EU IASG 7-03 Level A
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